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QUESTION NO: 1

After one data frame is sent and confirmed, what is the time interval to wait before sending the next data frame ()?

A. SIFS 

B. IFS 

C. DIFS 

D. PIFS 

ANSWER: C 

QUESTION NO: 2

802.11 Wireless LAN CSMA/CA Which of the following are included in the mechanism ()?

(Select 3 Answers)

A. Carrier sense 

B. Multiple access 

C. Conflict detection 

D. Conflict avoidance 

ANSWER: A B D 

QUESTION NO: 3

WDS Technology improves the flexibility and convenience of the entire network structure, but it can only support point-to-
point working mode. 

A. True 

B. False 

ANSWER: B 

QUESTION NO: 4

Which of the following options belong EDCA Parameters? (Select 2 Answers)

A. AIFSN 

B. SIFS 

C. DIFS 
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D. TXOPLimit 

ANSWER: A D 

QUESTION NO: 5

In order to facilitate management and maintenance, AP The power supply mode is generally preferred to select () for power 
supply.

A. Independent power adapter 

B. POE switch 

C. POE adapter 

D. AC power supply 

ANSWER: B 

QUESTION NO: 6

Which of the following statements are correct () ? (Select 3 Answers)

(Select 3 Answers)

A. WDS can transmit the data of the wired network through the wireless network as a relay structure, so that the network 
data can be transmitted to another wireless network Network environment, or another wired network. 

B. The wireless network bridging function usually refers to one-to-one, but the WDS architecture can do one-to-many. 

C. WDS can allow wireless APs to bridge (relay) wirelessly, but the bridged wireless APs cannot provide coverage at the 
same time. 

D. Because the virtual network line is formed through the wireless network, WDS is also called the wireless network bridging 
function. 

ANSWER: A B D 

QUESTION NO: 7

The following () service model can provide end-to-end QoS services, but the scalability is not good.

A. Best Effort model 

B. IntServ model 

C. FIFO model 
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D. DiffServ model 

ANSWER: B 

QUESTION NO: 8

Huawei AP6310AP Outdoor type AP,can support WDS Function to realize the point-tomultipoint wireless bridging function.

A. True 

B. False 

ANSWER: B 

QUESTION NO: 9

Which configuration methods does the wireless controller support ()?

(Select 3 Answers)

A. telnet Configuration 

B. console Port configuration 

C. pass through eSight Configuration 

D. LLDP Configuration 

ANSWER: A B C 

QUESTION NO: 10

What was the name of the first radio communication network based on packet technology

()?

A. INTERNET 

B. ARPANet 

C. ALOHNET 

D. NSFnet 

ANSWER: C 
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QUESTION NO: 11

For outdoor WLAN Cover, the following statement is correct ().

(Select 3 Answers)

A. The higher the antenna gain, the stronger the antenna directivity, and the weaker the radiation gain directly below the 
antenna 

B. The feeder interface must match the selected antenna 

C. The length of the feeder must not exceed 2 rice 

D. Outdoor antennas should not blindly pursue high gain 

ANSWER: A B D 

QUESTION NO: 12

Which of the following functions does the Huawei WLAN planning tool have ()?

(Select 3 Answers)

A. Support automatic identification of obstacles 

B. Support the division of general coverage areas and key coverage areas 

C. Support automatic deployment of AP locations 

D. Support exporting standardized WLAN planning reports 

ANSWER: B C D 

QUESTION NO: 13

802.11n exist 20M How many sub-carriers can be used to transmit data in the mode ()?

A. 48 

B. 52 

C. 54 

D. 56 

ANSWER: B 

QUESTION NO: 14

Defined WLAN Medium service quality 802.11 The agreement is ().
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A. 802.11f 

B. 802.11i 

C. 802.11e 

D. 802.11n 

ANSWER: C 

QUESTION NO: 15

Single area WLAN When planning, influence AP The factors of the number of deployment are ().

(Select 3 Answers)

A. Number of people connected in the area 

B. Area size 

C. Field strength and bandwidth requirements 

D. Number of network ports 

ANSWER: A B C 
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